4" DIA. SCHEDULE 40

STEEL VENT PIPE TOP SECTION OF
VALVE BOX, TYLER
24” STD. RING AND COVER 6860 SERIES OR
EQUAL.  (EXTENSIONS
4 BREAKAWAY COUPLING IF REQUIRED). HOLE
T 11 FOR 4” DIA STEEL PIPE TO BE DRILLED IN
2 AT GROUND LEVEL FIELD OR CAST IN
T Y PLACE.
«©
A T it TP iy
o VALVE BOX SUPPORT
2 — 4 BRICK COURSES/’ PLATE, 12°x12°x3/16".
OR CONCRETE RINGS %] ANCHOR WITH 2-1/2" SS
|/ \.| EXPANSION ANCHORS.
60" DIA. PRECAST v
CONCRETE FLAT MH e EXTENSION GUIDE
COVER (ASTM C478) [ y
> ] f—
R

VARIABLE

N4 DA SCHEDULE 40 .
STEEL PIPE WITH
THREADED JOINTS -
MASTIC SEALANT

. 2" AIR RELEASE AND
60" DIA. PRECAST . VACUUM RELIEF VALVE.
CONCRETE MH SECTIONS Va o
(ASTM C478) L
OPERATOR EXTENSION MASTIC SEALANT
STD STEPS
MIN. 6x6 — 10x10 WWF .- {
8 X 10° CONCRETE T
PAD TO REST ON / y o~
UNDISTURBED SOIL- i A
l>‘ v v >
N v i v / P\7 = |
R A e I T e TR
%
ADJUSTABLE MECHANICAL JOINT
SUPPORTS BUTTERFLY VALVE
WITH OPERATOR. SEE
DET. B, SH. 2 OF 2
ELEVATION
SHEET 1 OF 2
STANDARDS & REVISED:
SPECIFICATIONS BUTTERFLY

VALVE
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